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Design and dimensions shown may be changed without prior notice

// 2SC RAILWAY ISO 11237 - EN 857 2SC - EN 45545-2
R22 (HL1-HL2) - R23 (HL1-HL2-HL3)
Tube: oil resistant synthetic rubber.
Reinforcement: two high tensile steel braids.
Cover: abrasion, ozone and hydrocarbon resistant synthetic 
rubber.
Application: high pressure hydraulic lines, fuel oil, antifreeze
solutions, air and water. Specially designed for railway 
applications.
Constant operation: -40 °C +100 °C (-40 °F +212 °F)
air max T = +70 °C (+160 °F) 
Lenght: random

// 2TE RAILWAY Exceeds EN 854 2TE - EN 45545-2
R22 (HL1-HL2) - R23 (HL1-HL2) 
Tube: oil resistant synthetic rubber.
Reinforcement: one high tensile textile braid.
Cover: abrasion, ozone and hydrocarbon resistant synthetic 
rubber.
Application: medium pressure hydraulic lines, fuel oil, antifreeze
solutions, air and water. Specially designed for railway 
applications.
Constant operation: -40 °C +100 °C (-40 °F +212 °F)
air max T = +70 °C (+160 °F) 
Lenght: random
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1002687 04 6,0 1/4" 13,20 0,52 40,0 5850 160,0 23200 50 1,97 0,270 0,19

1002689 05 8,0 5/16" 14,50 0,57 35,0 5000 140,0 20000 55 2,17 0,310 0,21

1002690 06 10,0 3/8" 17,00 0,67 33,0 4800 132,0 19200 65 2,56 0,360 0,25

1002691 08 13,0 1/2" 20,30 0,80 27,5 4000 110,0 16000 90 3,54 0,470 0,32

1002692 10 16,0 5/8" 23,90 0,94 25,0 3630 100,0 14500 100 3,94 0,570 0,39

1002693 12 19,0 3/4" 27,70 1,09 21,5 3120 86,0 12500 120 4,72 0,760 0,52

1002694 16 25,0 1" 34,60 1,36 16,5 2400 66,0 9600 150 5,91 1,130 0,76
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1002680 04 6,0 1/4" 13,10 0,52 7,5 1100 30,0 4300 40,0 1,57 0,112 0,08

1002681 05 8,0 5/16" 14,90 0,59 6,8 986 27,0 3945 50,0 1,97 0,148 0,10

1002682 06 10,0 3/8" 16,50 0,65 6,3 920 25,2 3680 60,0 2,36 0,163 0,11

1002683 08 13,0 1/2" 19,70 0,78 5,8 840 23,2 3360 70,0 2,76 0,206 0,14

1002684 10 16,0 5/8" 23,90 0,94 5,0 730 20,0 2900 90,0 3,54 0,281 0,19

1002685 12 19,0 3/4" 27,00 1,06 4,5 650 18,0 2610 110,0 4,33 0,350 0,24

1002686 16 25,0 1" 34,40 1,35 4,0 600 16,0 2320 150,0 5,91 0,497 0,34
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Design and dimensions shown may be changed without prior notice

// 2TE RAILWAY PLUS NEWNEW Exceeds EN 854 2TE - EN 45545-2
R22 (HL1-HL2) - R23 (HL1-HL2-HL3)
Tube: oil resistant synthetic rubber.
Reinforcement: one high tensile textile braid.
Cover: abrasion, ozone and hydrocarbon resistant synthetic 
rubber.
Application: medium pressure hydraulic lines, fuel oil, antifreeze
solutions, air and water. Specially designed for railway 
applications.
Constant operation: -40 °C +100 °C (-40 °F +212 °F)
air max T = +70 °C (+160 °F) 
Lenght: random
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1005441 04 6,0 1/4" 13,10 0,52 7,5 1100 30,0 4300 40,0 1,57 0,112 0,08

1005442 05 8,0 5/16" 14,90 0,59 6,8 986 27,0 3945 50,0 1,97 0,148 0,10

1005443 06 10,0 3/8" 16,50 0,65 6,3 920 25,2 3680 60,0 2,36 0,163 0,11

1005444 08 13,0 1/2" 19,70 0,78 5,8 840 23,2 3360 70,0 2,76 0,206 0,14

1005445 10 16,0 5/8" 23,90 0,94 5,0 730 20,0 2900 90,0 3,54 0,281 0,19

1005446 12 19,0 3/4" 27,00 1,06 4,5 650 18,0 2610 110,0 4,33 0,350 0,24

1005447 16 25,0 1" 34,40 1,35 4,0 600 16,0 2320 150,0 5,91 0,497 0,34

// ALFABIOTECH EVOLUTION 6000 - 
MINETUFF

ISO 18752 - exceeds SAE 100 R15
EN 45545-2 - R22 (HL1) - R23 (HL1-HL2)
Tube: petroleum and biodegradable hydraulic fluid resistant 
synthetic rubber.
Reinforcement: four/six high tensile steel spirals.
Cover: smooth up to 1", wrapped over 1". Abrasion, ozone and 
hydrocarbon resistant synthetic rubber.
Application: very high pressure hydraulic lines, fuel, oil, 
lubricants, antifreeze solution, air and water.
Specially designed for long service life in very demanding 
applications where compact design, high pulsating pressure and 
tight bend radius are required.
Constant operation: -40 °C +120 °C (-40 °F +250 °F) 
Lenght: random up to 1" - 61 m max over 1 1/4"
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1004774 4WS 4 6.0 1/4" 17.0 0.67 45.0 6,550 180.0 26,200 60 2.36 0.510 0.35

1004775 4WS 6 10.0 3/8" 19.8 0.78 44.5 6,450 178.0 25,800 75 2.95 0.645 0.44

1004776 4WS 8 13.0 1/2" 22.5 0.89 42.0 6,000 168.0 24,000 90 3.54 0.710 0.48

1004777 4WS 10 16.0 5/8" 27.8 1.09 42.0 6,000 168.0 24,000 100 3.94 1.190 0.80

1004778 4WS 12 19.0 3/4" 30.6 1.20 42.0 6,000 168.0 24,000 120 4.72 1.371 0.93

1004779 4WS 16 25.0 1" 38.0 1.50 42.0 6,000 168.0 24,000 150 5.91 1.926 1.30

1004780 6WS 20 32.0 1 1/4" 47.6 1.87 42.0 6,000 168.0 24,000 225 8.86 2.982 2.01

1004781 6WS 24 38.0 1 1/2" 54.4 2.14 42.0 6,000 168.0 24,000 305 12.01 4.144 2.79

1004818 6WS 32 51.0 2" 68.7 2.70 42.0 6,000 168.0 24,000 380 14.96 6.031 4.06
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Hose Type Hose Spec
EN 45545-2

Sizes
R22

(Internal)
R23

(External)
2SC RAILWAY EN 857 DN6 ÷ DN25 HL1 - HL2 HL1 - HL2 - HL3

2TE RAILWAY EN 854 DN6 ÷ DN25 HL1 - HL2 HL1 - HL2

2TE RAILWAY PLUS EN 854 DN6 ÷ DN25 HL1 - HL2 HL1 - HL2 - HL3

ALFABIOTECH EVO 6K ISO 18752 DN6 ÷ DN51 HL1 HL1 - HL2

// UPGRADE TO EN 45545-2

Alfagomma 2SC and 2TE are now compliant with the EN 45545-2 
standard, requirements for fire behaviour of materials and 
components in the railway industry. Railway hoses 2SC and 2TE are 
tested to guarantee the highest levels of safety and performance. 
The new standard EN 45545-2 is replacing the following country 
standards.

France French standard NF F 16-101 
Germany German standard DIN 5510 part 2 (05/2009) 
Great Britain British standard BS 6853 
Italy Italian standard UNI CEI 11170-3

// ALFAGOMMA RAILWAY HOSE RANGE PERFORMANCE ACCORDING TO EN 45545-2



THE ALFAGOMMA GROUP

 
 
ARGENTINA – Buenos Aires 
Moreno Store Center 
Belisario Roldán 2616 - CP. 1744 
La Reja - Bs. As.
+54 (11) 5365-6062/6063
 
AUSTRALIA – Sydney 
50 Honeycomb Drive 
Eastern Creek 
Sydney, NSW 2766
+61 (2) 98 53 09 00
sydney@alfagomma.com.au

BELGIUM & NETHERLANDS – Benelux 
Koeweideblock 4/D3 
1785 Merchtem
+32 (052) 509 747 
info.benelux@alfagomma.com
 
BRAZIL – Guaranésia 
Rua Felice Gennasio 401 
Distrito Indl. Dr. Firmino Rocha de Freitas
37810-000 - Guaranesia, MG - Brasil
+55 (35) 35 55 0408
contato@alfagomma.com.br
 
CANADA – Montreal 
6550 Abrams 
St. Laurent, Montreal 
Quebec H4S 1Y2
+1 (514) 33 35 577
info@alfagomma.ca   
 
CHINA – Ningbo 
No. 1 Cidong South Avenue
Coastal Economic Development Zone
Cixi, Zhejiang, China 315311
+86 (574) 88 15 72 88
alfagomma.china@alfagomma.com.cn
 
FRANCE – Villepinte 
Le Sisley – Parc d’activité Paris Nord 2 
23 Allée des Impressionnistes  
93420 Villepinte  
+33 (1) 48172121
agfrance.info@alfagomma.com
 
GERMANY – Herne 
Friedrich der Grosse 10 
44628 Herne
+49 (2323) 14 730
info.germany@alfagomma.com

GREECE – Athens  
85 Kifissou Avenue 
12241 Aigaleo, Athens
+30 (210) 41 19 909
info.hellas@alfagomma.com

INDONESIA – Tigaraksa 
JL. Raya Pemda Tigaraksa km. 4 
No 34, Matagara 
Tigaraksa, Tangerang 15720 
+62 (21) 59 96 301
jakarta@alfagomma.co.id 

ITALY – Vimercate 
Via Torri Bianche 1 
20871 Vimercate (MB)
+39 (039) 60 161
info@alfagomma.com

MALAYSIA – Pasir Gudang
Plo 405, Jalan Perak 4 
81707 Pasir Gudang 
Negeri Johor Darul Takzim
+60 (7) 25 72 000
alfagomma@alfagomma.com.my 

MEXICO – Torreón
Av. Industria de la transformacion  
Parque Pymes 585  
27400 Torreón, Coahuila
+52 8713125026
alfagomma.mexico@alfagomma.com
 
SINGAPORE 
14 Tuas Ave 11 
Singapore 639080
+65 6360 9000
alfagomma@alfagomma.com.sg
 
SOUTH AFRICA – Johannesburg
17 Quark Crescent Linbro Business Park 
Sandton 2065
+27 (11) 20 10 900
alfagomma@alfagomma.co.za 

SOUTH KOREA – Hwasung
15 Julteo Gil 
Yangkam-Myun, Hwasung-Si 
Kyungki-Do 18630
+82 (31) 35 28 671
alfagomma@alfagomma.co.kr

THAILAND – Bangkok
60/21 Moo.4 King Kaew Road
Racha Thewa SubDistrict, Bang Phli District
Samut Prakan Province, 10540
+66 (0) 2 136 2388
sales@alfagomma.co.th

UNITED KINGDOM – Haydock
43 Wilcock Road
Old Boston Trading Estate Haydock 
St. Helens WA11 9TG 
+44 (1942) 40 76 80
haydock.sales@alfagomma.com

UNITED STATES OF AMERICA – Burlington
3520 West Avenue 
IA 52601 Burlington
+1 (319) 75 89 224
info@alfagomma.us 

 

DENMARK – KOLDING
Kokholm 5
6000 Kolding
+45 (43) 25 40 00
kundeservice@dunlophiflex.dk

ESTONIA – Tallin 
Läike tee 32/1 - Peetri alevik,  
Rae vald - 75312 Harjumaa (Tallinn)
Tel: +372 (0) 605 4900
tallinn@dunlophiflex.ee 

FINLAND – Pirkkala
Jasperintie 320 
33960 Pirkkala
+358 (207) 625 700
info@dunlophiflex.fi
 
NETHERLANDS – Deventer 
Hunneperkade 86 
7418 BT Deventer 
+31 (570) 66 05 70
info@dunlophiflex.nl
 
NORWAY – Kjeller 
Jogstadveien 39
Pb. 7, 2027 Kjeller
2007 Kjeller
+47 (23) 00 47 00
sales@dunlophiflex.no 
 
SWEDEN – Halmstad
Kistinge Industriomrade
Seldonsvagen 2
30180 Halmstad
+46 (104) 14 44 04
halmstad@dunlophiflex.se 

 
 
GERMANY – Ettlingen
Pforzheimer Str. 126
76275 Ettlingen 
+49 (7243) 50 550
info@argus-fluidtechnik.de 

UNITED KINGDOM – Salisbury 
Telford Road 
Salisbury, Wiltshire SP2 7PH
+44 (1722) 42 05 90
sales@hiflex-europe.com

 
 
UNITED KINGDOM – Sleaford
Kiowa Ltd, The Reservation, East Road
Sleaford, Lincolnshire, NG34 7BY 
+44 (0) 1529 416200
sales@kiowa.co.uk 
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HEADQUARTER
Alfagomma SpA 
Via Torri Bianche 1
20871 Vimercate (MB) Italy 
marketing@alfagomma.com
www.alfagomma.com


